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These instructions are for the setting up and  

taking down of the Frisport Andersnatten laavu. 

STEP 1 

Unpack and lay out the laavu on the ground, with 

the entrance zip closed and shorten all peg loops 

to about 12cm, then connect together the five 

pole sections. 

STEP 2 

Insert one of the aluminium pegs into the ground 

and place the two loops either side of the  

entrance, over this peg.  Now place another peg 

in the loop directly opposite the door (I have cut 

a length of cord 396cm long which when looped 

over the entrance peg, gives the exact length 

where the opposing peg needs to go. 

I have also marked the length of the centre pole 

(295cm)using a piece of silver take, so that when 

in the forest I can just cut a wooden pole to the 

right length, eliminating the need for me to carry 

the aluminium pole. 

STEP 3 

Place pegs in the 5 corners of the laavu and put 

the webbing loops over the pegs. 
 

STEP 4 

Now unzip the door and insert the pole inside the 

laavu. 

Ensuring that the top of the pole fits inside the 

webbing “cup” at the very top of the laavu. 



STEP 5 

Push the pole inward and lift up at the same 

time to erect the laavu and then place the bot-

tom of the pole on to the ground, in the centre 

of the tent. 

STEP 7 

Place pegs into the ground in the middle of each 

side (halfway between the corners) and put the 

loops over the pegs.  Now adjust all the webbing 

loops to tighten up the sides of the laavu. 

 

Remember to also peg out the guy-lines to the 

two air-vents at the same time. 

STEP 8 

Extend each of the guy-lines down to the ground 

and after placing each guy-line over an  

aluminium peg, adjust the lines so they are 

taught. 

STEP 6 

Once the laavu is up, look up and check that  

the smoke hole is a nice round shape . If it is not, 

you can immediately see which peg or pegs to 

adjust to achieve a round shape. 

Taking down the laavu 

Repeat steps 3-8 in reverse order and when all 

pegs have been removed place one peg into the 

ground just below the webbing cup. 
 

This makes folding and rolling up the laavu 

much easier because the peg prevents the laavu 

moving when being folded and allows tension to 

be applied to the material when rolling up the 

laavu. 

If it is raining heavily, the “hat” can be placed 

over the top of the laavu.  The guy-lines for the 

hat can be tied through the eyelets on the side of 

the laavu. 
 

When having a fire inside the laavu, the hat 

opening should be directly opposite the direction 

from which the wind is blowing. 


